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SMD2835 CRI>80 24V 30W/m
Lumen/m 4200 - 4500

Parameters
Power       30W/m

Voltage       DC 24V

LED/m       240pcs/m

LED colour (CCT)      2700K - 3000K - 4000K

Current       0.40 - 0.45A/m

Ra�ng       IP20

Emission angle      120°

Opera�ng temperature      -20°C ~ +55°C

Parameters

2700K IP20

Colour IP ra�ng

3000K IP20

S2835.CC5

S2835.BC5

4000K IP20S2835.BN5

CodeFeatures

5-metre LED SMD2835 reel on flexible PCB and 3M professional adhesive

Single BIN LED selec�on with 3SDCM

CRI>80

Dimmable with various control systems

Efficiency above 150lm/W

4200 - 4500lm/m

Photometric Data
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400.9,152.3lx

100.2,380.9lx

44.55,169.3lx

25.06,95.21lx 

16.04.60.94lx

11.14.42.32lx

8,182.31.09lx

6,264.23.80lx

4,949.18.81lx

4.009.15.23lx

327.56cm

655.11cm

982.67cm

 1310.22cm

1637.78cm

1965.34cm

2292.89cm

2620.45cm

2945.00cm

3275.56cm

Flux out: 3489lm

Height Eavg,Emax DiameterAngle:117.18deg
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AVERAGE BEAM ANGLE (50%): 117.3 DEG
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